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Amendments to the Claims: 

This listing of claims will replace all prior versions, and listings, of claims in 
the application. 

Listing of Claims : 

1-33. (Cancelled). 

34. (Currently Amended) A state information detection and transmission 
apparatus comprising: 

physiological information detecting means of detecting the physiological 
information of a human body; 

transmitting means of transmitting said physiological information detected by 
said physiological information detecting means; and 

a wearable personal information terminal having: receiving means of 
receiving said physiological information from said transmitting means; and sending 
means of sending said physiological information received by said receiving means or 
physiological information generated by signal processing of said physiological 
information, to a predetermined base station ; where i n 

(1) so l d tronGm i tt i ng means tronsm i ts sa i d phyG l o l ogicol i nformation dctGctcd 

by sa i d phyGio l og i ca l informat i on detect i ng means to sa i d persona l informotion 
term i na l i n every predeterm i ned time intervo l , or 

(2) so l d rece i ving means rece i ves sa i d phys i o l og i ca l i nformotion from sa i d 

transm i tt i ng means i n every predetermined t i me i ntervol, or 

(3) so l d sending moons sends so l d phys i o l og i col i nformation to sa i d base 

stot i on i n every predeterm i ned time intervo l. 

35. (Currently Amended) A state information detection and transmission 
method comprising the steps of: 

detecting the physiological Information of a human body; 
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transmitting said detected physiological infornnation; and 

in a wearable personal information terminal: receiving said physiological 
information; and sending said received physiological information or physiological 
information generated by signal processing of said physiological information, to a 
predetermined base station ; whcro i n 

(1) sa i d dGtcctcd phys i ologica l i nformat i on i s transmitted to sa i d pcrsono l 

i nformotion term i na l i n every prcdGtcrm i ncd t i me i ntcrvo l , or (2) sa i d phys i o l ogico l 
i nformat i on i s received in every predeterm i ned time intcrvol, or (3) said physio l og i ca l 
i nformat i on i s sent to sold base stotion in every predeterm i ned t i me intcrvol . 

36. (Currently Amended) A wearable personal information terminal 
having: receiving means of receiving physiological information from transmitting 
means of transmitting physiological information detected by physiological information 
detecting means of detecting the physiological information of a human body; and 
sending means of sending said physiological information received by said receiving 
means or physiological information generated by signal processing of said 
physiological information, to a predetermined base station ; where i n 

(1) sold receiving means receives so l d physio l og i ca l i nformot i on from said 

transm i tt i ng means i n every predeterm i ned t i me intervo l , or 

(2) so l d send i ng means sends sa i d physiological information to said base 

stotion i n every predetermined t i me i ntervo l. 

37. (Currently Amended) A personal information processing method 
comprising the steps of: 

receiving detected and transmitted physiological information of a human 
body, by a predetermined personal information terminal; and 

sending said received physiological information or physiological information 
generated by signal processing of said physiological information, from said personal 
information terminal to a predetermined base station ; wherein 
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(1) so l d physiologica l i nformotion is rccG i vcd i n every prcdctcrm i nGd t i me 

i ntervo l , or (2) so l d physio l og i co l informat i on i s sent to sold base s tat i on i n every 
predeterm i ned time i nterval . 

38. (Currently Amended) Transmitting means of transmitting 
physiological information detected by physiological information detecting means of 
detecting the physiological information of a human body, to a predetermined 
personal information terminal , where i n 

so l d tronsm i tt i ng means transm i ts sa i d phys i o l og i co l i nformat i on detected by 

said phys i o l og i cal i nformat i on detect i ng means to sa i d personal i nformat i on termina l 
i n every predetermined t i me i nterval . 

39. (Currently Amended) A transmitting method comprising the step of 
transmitting detected physiological information of a human body to a predetermined 
personal information terminal , where i n 

sa i d detected phys i olog i ca l i nformat i on i s transm i tted to said persona l 

i nformat i on term i na l i n every predeterm i ned t i me interval . 

40. (Currently Amended) A — The state information detection and 
transmission apparatus accordino to claim 34. wherein comprisinq: 

phys i olog i ca l i nformotion detect i ng means of detect i ng the phys i o l og i ca l 

i nformat i on of a human body; 

transmitting means of transm i tting sa i d phys i ologica l i nformat i on detected by 

said phy si o l og i ca l informat i on detect i ng means; and 

a — wearab l e — pcrsono l — i nformat i on term i nal — hav i ng: — rece i v i ng — means — of 

rece i v i ng sa i d physio l ogica l i nformat i on from sa i d transm i tt i ng means; and send i ng 
means of send i ng sa i d physio l og i ca l i nformat i on rece i ved by sa i d receiv i ng means or 
phys i o l og i ca l i nformot i on generated by s i gno l processing of sa i d physio l og i ca l 
i nformation, to a predetermined base station; where i n 
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(1) said transmitting means transmits said physiological information to said 
personal information terminal only when a substantial change occurs in the signal 
detected by said physiological information detecting means, or 

(2) said sending means sends said physiological information to said base 
station only when a substantial change occurs in said physiological information 
received by said receiving means. 

41.. (Currently Amended) A ^The state information detection and 
transmission method accordinQ to claim 35, wherein comprisinq the steps of: 

detect i ng the phys i o l ogica l i nformat i on of o human body; 

transm i tting so l d dctoctcd phys i ologicol informat i on; and 

i n 0 wcQrob l o pcrsono l informat i on term i na l : rece i v i ng so i d phys i o l og i col 

informat i on; and send i ng sa i d rece i ved phys i o l og i ca l i nformat i on or phys i o l og i col 
i nformation gcneratod by signa l processing of soid phys i o l og i ca l informot i on, to a 
predetermined base station; where i n 

(1) said physiological information Is transmitted to said personal information 
terminal only when a substantial change occurs in said physiological information, or 
(2) said physiological information is sent to said base station only when a substantial 
change occurs In said received physiological information. 

42. (Currently Amended) A -The wearable personal information terminal 
accordino to claim 36. having: rece i v i ng means of receiving phys i olog i ca l t nformot i on 
from transm i tt i ng means of tronsm i tt i ng physiolog i ca l i nformat i on detected by 
phy s iolog i ca l informot i on detect i ng meon s of detecting the phys i o l og i ca l informot i on 
of a humon body; and sending mean s of sending so i d physio l og i co l i nformot i on 
rece i ved by soid rece i v i ng moons or phys i olog i co l i nformat i on generated by s i gna l 
process i ng of soid physio l og i co l informat i on, to o predeterm i ned base stot i on; 
where i n 
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wherein said sending means sends said physiological information to said base 
station only when a substantial change occurs in said physiological information 
received by said receiving means. 

43. (Currently Amended) A-Ihe_personal information processing method 
accordino to claim 37. comDris i na the Gtcps of: 

receiv i ng detected ond transmitted phys i o l og i ca l i nformat i on of q human 
body, by a predeterm i ned persona l i nformotion term i no l ; ond 

sending sa i d rece i ved physio l og i ca l i nformat i on or phys i o l ogica l i nformotion 

generated by s i gna l processing of so l d phys i o l og i co l information, from sa i d persona l 
i nformotion term i nol to a predeterm i ned base stat i on; where i n 

wherein said physiological information is sent to said base station only when a 
substantial change occurs in said received physiological information. 

44. (Currently Amended) The T ronsm i tt i nq transmitting means according 
to claim 38, of trongm i tting phys i o l og i ca l i nformot i on detected by phys i o l og i ca l 
informot i on detect i ng means of detect i ng the phys i olog i co l i nformat i on of a human 
body, to a predeterm i ned personal i nformat i on termina l , where i n 

wherein said transmitting means transmits said physiological information to 
said personal information terminal only when a substantial change occurs in the 
signal detected by said physiological information detecting means. 

45. (Currently Amended) A -The transmitting method according to claim 
39 xompr i s i ng the step of tron s m i tt i nq detected phys i o l og i ca l i nformation of a human 
body to 0 predeterm i ned persona l i nformation term i na l , where i n 

wherein said physiological information is transmitted to said personal 
information terminal only when a substantial change occurs in said physiological 
information. 

46. (Original) A state information detection and transmission apparatus 
according to Claims 34 or 40 wherein 
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said transmitting means is carried with said human body, 

said transmitting means further comprises uncarry detecting means of 
detecting that said transmitting means becomes unearned with said human body, 

when said uncarry detecting means detects that said transmitting means 
becomes unearned with said human body, said transmitting means transmits uncarry 
information indicating this situation to said personal information terminal, and 

said personal information terminal sends said uncarry information to said 
base station. 

47. (Original) A state information detection and transmission apparatus 
according to Claims 34 or 40 wherein 

said personal information terminal further comprises uncarry detecting means 
of detecting that said personal information terminal becomes uncarried with said 
human body, and 

when said uncarry detecting means detects that said personal information 
terminal becomes uncarried with said human body, said sending means sends 
uncarry information indicating this situation to said base station. 

48-52. (Cancelled). 

53. (Currently Amended) A — The state information detection and 
transmission apparatus according to claim 34. comprising i 

phys i o l og i cal i nformation detecting moons of detect i ng the physio l og i ca l 

i nformotion of o human body; 

tronsm i tt i ng moons of transm i tt i ng sa i d phys i o l og i ca l i nformotion detected by 

said phys i o l og i cal i nformat i on dotocting means; ond 

said a -wearable personal information terminal t^evm^ including : receiv i ng 
moons of rccG i ving said phyG i ologico l i nformotion from sold tronsm i tt i ng moons; 
state detecting means of detecting all or part of the posture, action, and motion 
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state of said human body[[;]] and said sending means ef-sending all or part of state 
information composed of said physiological information received by said receiving 
means and the information detected by said state detecting means, or alternatively 
all or part of state information generated by signal processing of said state 
information, to a -said predetermined base station; wherein 

said sending means sends said state information to said base station only 
when a substantial change occurs in at least a part of said physiological information 
received by said receiving means and said information detected by said state 
detecting means. 

54. (Currently Amended) A — The state information detection and 
transmission method according to claim 35, said method further including comor i sinq 
the steps steB_of : 

detecting tho phys i o l og i co l informat i on of a human body; 

tronsm i tt i ng sa i d detected physiological informot i on; and 

in a- said wearable personal information terminal: rece i ving so l d phys i o l og i ca l 



human body; and said step of sending said received physiological information 
including sending all or part of state information composed of said received 
physiological information and said detected information, or alternatively all or part of 
state information generated by signal processing of said state information, to a -said 
predetermined base station; wherein 

said state information is sent to said base station only when a substantial 
change occurs in at least a part of said received physiological information and said 
detected information. 

55. (Currently Amended) A— Ihe_state information detection and 
transmission apparatus according to claim 34. compr isi ng! 

phys i olog i ca l i nformat i on detecting moons of detect i ng the physio l og i ca l 

informot i on of a humon body; 




■detecting all or part of the posture, action, and motion state of said 
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transmitting means of tronsmitting sold phys i o l ogical i nformotlon dGtoctcd by 

so l d phys i o l ogica l i nformation detecting means; and 

a -said wearable personal information terminal includina: hav i ng: rQCC i v i nq 
means of receiving sa i d phys i olog i cal i nformat i on from sa i d transmitting means; 
state detecting means of detecting all or part of the posture, action, and motion 
state of said human body[[;]] af^said_sending means of-sending all or part of state 
information composed of said physiological information received by said receiving 
means and the information detected by said state detecting means, or alternatively 
all or part of state information generated by signal processing of said state 
information, to a -said predetermined base station; wherein 

said receiving means receives said physiological information from said 
transmitting means only when a substantial change occurs in the signal detected by 
said state detecting means. 

56. (Currently Amended) A— Ihe_state information detection and 
transmission method accordina to claim 35. t h e method further including comprising 
the s teps steB.of : 

detect i ng the phys i o l og i cal informat i on of a human body; 

transm i tting said detected physio l og i ca l i nformation; and 

in a -said wearable personal information terminal: rece i v i ng said phys i o l og i ca l 
informat i on; detecting all or part of the posture, action, and motion state of said 
human body; and said steo of sending said received physiological information 
includes sending all or part of state information composed of said received 
physiological information and said detected information, or alternatively all or part of 
state information generated by signal processing of said state information, to a-said 
predetermined base station; wherein 

said physiological information is received only when a substantial change 
occurs in said detected signal. 
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57. (Previously Presented) A state Infornnation detection and transmission 
apparatus according to Claims 53 or 55 wherein 

said transmitting means is carried with said human body, 

further comprised is uncarry detecting means of detecting that said 
transmitting means becomes unearned with said human body and/or that said 
personal information terminal becomes unearned with said human body, 

when said uncarry detecting means detects that said transmitting means 
and/or said personal information terminal become unearned with said human body, 
said transmitting means and/or said sending means transmits and/or sends uncarry 
Information indicating these situations. 

58. (Currently Amended) A -The wearable personal information terminal 
according to claim 36. said information terminal indudinate ymq: 

rccG i v i ng moons of rece i v i ng phys i o l og i CQ l I nformat i on from transm i tting 

mcons of transmitt i ng physiolog i ca l i nformat i on detected by phys l o l og l co l i nformation 
detect i ng moons of detect i ng the physio l og i ca l Informat i on of o humon body; 

state detecting means of detecting all or part of the posture, action, and 
motion state of said human bodyt-and -, wherein 

said sending means of sending serids_all or part of state information 
composed of said physiological information received by said receiving means and the 
information detected by said state detecting means, or alternatively all or part of 
state information generated by signal processing of said state information, to a -sald 
predetermined base station ; whcrcin, ^.and 

said receiving means receives said physiological information from said 
transmitting means only when a substantial change occurs in the information 
detected by said state detecting means. 

59. (Currently Amended) A -The personal information processing method 
accordina to claim 37. the method includino compr i s i ng the steps steB_of: 
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rece i v i ng dGtcctcd ond transm i tted physiolog i ca l i nformation of a humon 

body, by a predeterm i ned persona l i nformat i on term i nal; 

detecting all or part of the posture, action, and motion state of said human 
body; and 

said step of sending said received phvsioloQical information includes sending 
all or part of state information composed of said received physiological information 
and said detected information, or alternatively all or part of state information 
generated by signal processing of said state information, from said personal 
information terminal to a-said_predetermined base station; wherein 

said physiological information is received only when a substantial change 
occurs in said detected information. 

60. (Previously Presented) A personal information terminal according to 
any one of Claims 36, 42, and 58 further comprising notifying means of notifying 
abnormality information by means of sound or color, when all or part of said 
detected physiological information or said detected state information falls within the 
range of predetermined abnormality information. 

61. (Previously Presented) An alarm notifying system comprising at least: 
a personal information terminal according to any one of Claims 36, 42, and 58; and 
a base station for receiving physiological information or state information from said 
personal information terminal by wireless; wherein 

said personal information terminal comprises an alarm button to be arbitrarily 
pushed by a human body in order to notify an abnormality, and 

said alarm notifying system further comprises notifying means of notifying, by 
means of sound or color, abnormality information indicating the abnormality when 
said alarm button is pushed. 

62. (Previously Presented) An alarm notifying system comprising at least: 
a personal information terminal according to any one of Claims 36, 42, and 58; and 
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a base station for receiving physiological Information or state information from said 
personal information terminal by wireless; wherein 

said personal information terminal comprises an alarm button to be arbitrarily 
pushed by a human body In order to notify an abnormality, and 

when said alarm button is pushed, abnormality information Indicating the 
abnormality is sent from said personal information terminal to said base station. 

63. (Previously Presented) A personal characteristics information 
acquisition system comprising: a personal information terminal according to any one 
of Claims 36, 42, and 58; a base station for receiving physiological information or 
state information from said personal information terminal by wireless; and personal > 
characteristics information calculating means of obtaining the personal 
characteristics information of a human body on the basis of said physiological 
information or said state information received by said base station. 

64-82. (Cancelled). 

83. (Previously Presented) A state information detection and 
transmission apparatus according to Claim 53 wherein said transmitting means 
transmits said physiological information in every predetermined time interval. 

84. (New) The state Information detection and transmission apparatus 
according to claim 34, wherein 

(1) said transmitting means transmits said physiological information detected 
by said physiological Information detecting means to said personal information 
terminal in every predetermined time Interval, or 

(2) said receiving means receives said physiological information from said 
transmitting means In every predetermined time interval, or 

(3) said sending means sends said physiological Information to said base 
station in every predetermined time interval. 
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85. (New) The state information detection and transmission method 
according to claim 35, wherein 

(1) said detected physiological information is transmitted to said personal 
information terminal in every predetermined time interval, or (2) said physiological 
information is received in every predetermined time interval, or (3) said physiological 
information is sent to said base station in every predetermined time interval. 

86. (New) The wearable personal information terminal according to claim 

36, wherein 

(1) said receiving means receives said physiological information from said 
transmitting means in every predetermined time interval, or 

(2) said sending means sends said physiological information to said base 
station in every predetermined time interval. 

87. (New) The personal information processing method according to claim 

37, wherein 

(1) said physiological information is received in every predetermined time 
interval, or (2) said physiological information is sent to said base station in every 
predetermined time interval. 

88. (New) The transmitting means according to claim 38, wherein 

said transmitting means transmits said physiological information detected by 
said physiological information detecting means to said personal information terminal 
in every predetermined time interval. 

89. (New) The transmitting method according to claim 39, wherein 

said detected physiological information is transmitted to said personal 
information terminal in every predetermined time interval. 
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